


Dia. H 
New AT4A-1.5 3" 1-1/2"

New AT4A-2.5 4-1/16" 2-1/2"

New AT6A-1.5 3-3/16" 1-1/2"

New AT6A-2.5 4-3/16" 2-1/2"

AT 75 2" 3" 1.10" 16,450      50,533      0.024
AT  75-2.5 2" 4" 2-1/2" 15,183      54,728      0.020

AT 100 1" 2-1/4" 3-1/8" 1.10" 25,300      78,067      0.032
AT 125 1-1/4" 2-3/4" 3-1/8" 1.12" 34,500      104,683    0.016

New AT 200-2.0 2" 4" 3-3/4" 2.25" 50,000      150,000    0.024

     10,550      40,737 0.011

3/4"

S
te

el

0.002"

Deflection at 
Allowable  
Load  DA"

1/2"

A
lu

m
in

um 1-1/2" 6,450       24,857      
0.000"

0.011

3/4" 2-1/8"

Rated    
Take-Up 
(Inches)

Allowable 
Load  

Pounds

Average 
Ultimate 
Pounds

Seating 
Increment 

DR*

Model 
Number

 Rod 
Diameter

Matl.
Dimensions   

(Inches)

Note:  DR= Average Travel and Seating Increment is the "Lost Motion" with device direction change 

*The AutoTight Aluminum Shrinkage Compensator has 0.0002" backlash (D r).

from advancing to load resistance.  This is sometimes called "Backlash".                                                


